Input voltage

24Vac *20%

Input frequency

50/60Hz

Efficiency

75% typ.

Switching operating frequency
60KHz ca.

Input protections

« Inrush current limitation

« EMI filter and line fuse

« Input undervoltage prot.

See table for

« Output voltages and currents

« Line regulation (min+max)Vin

« Load regulation (10+100%)lout

« Output ripple (0+20MHz)

Output protections

« Overload protection on all outputs
« Short circuit protection on all outputs
« Overvoltage: on output A at Vo + 25% typ.

FEATURES
Hold up time
25msec at 19.2Vin
Output power
37TW
Operating temperature
0°C to 50°C
Temperature power derating
2%/°C (50+70°C)
Storage temperature
-20°C to 85°C
Temperature drift
0.05%/°C
Long term stability
Better than 1% after 24 hours
Cooling
Natural convection
Dielectric withstand voltage
« Input - Output: 1000Vcc
« Input - P.E.: 1000Vcc
Isolation
« Output - P.E.: 1000Vcc

MO037-K-PF-P-BT

Comply with

« EN 61000-6-4

« EN 61000-6-2

« EN 60950-1

*CE

Weight

4409

MTBF
100000h/35°C
Note

« 5V version is provided only with fixed type output
connector.

Power Fail signal
High: Vin>19.5Vac
Low: Vin<18.5Vac

FEATURES TABLE
ouT Vout lout Imin Line reg. Load reg. Ripple
\% A A % % %Vo
A (sw) 5 5 0.5 +0.1 2 1
B (sr) 12 0.5 0 +0.1 1
C (sr) -12 0.5 0 +0.1 2 1
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DIMENSIONS AND CONNECTIONS

open-frame front and top views

15 .
14 \ ]
=
11 ———fi5
10— =
9 =
8 —
_— =
g %::%%
4 /ES
=
L-- ‘£1ES -

,l

00000000000

UUuUuuuuuuyuuy

ANANANANANANANANANANA

i
|

- 160 =

1)VA 2)VA 3)COM 4)COM 5)POWER FAIL 6)N.C. 7)N.C 8)N.C.
9)VB 10)COM 11)VC 12)P.E. 13)N.C. 14)ACinputN 15)ACinputlL

POWER CONTROL SYSTEMS S.p.A. - 31020 Zoppe' di San Vendemiano (TV) - Italy
Tel: +39 0438 771311 Fax: +39 0438 771301 e-mail: pcs@powercontrolsystems.com

Sheet: C061106A Rev.: 1R11.01.07  PGO05/D 02/07
Note: all features are subject to change without notice.






