SD103-I-R-X-WIR

Railway Application
Single output DC-DC converter with I/O isolation

Input voltage

24/28Vdc, 32/36Vdc, 48Vdc, 64/72Vdc,
96/110Vdc

Efficiency

Up to 93%

Input protections

* To be protected by external circuit breaker.
« Inrush current limitation.

« Reverse polarity protection

Output protections

« Overload protection

« Short circuit protection

« Overvoltage protection

Hold up time

> 12 ms (Nominal Input and Power)
Rise Time

< 50 ms (5+97.5% of output voltage)

FEATURES
Output power
102W (Nominal)
Operating temperature
-40° + +85° C
Dielectric withstand voltage
« Input - Output = 1,5 KVac
* Input - P.E. = 1,5 KVac
e Output - P.E. = 1,5 Kvac
Comply with
* EN 50155 ed.2007
* EN 50121-3-2 Part 3-2 ed.2006
* EN 50121-4 Part 4 ed.2006
* EN 50124-1 Part 1 ed.2005
* DIRECTIVE 2002/95/EC
* EN 60950-1ed.2007
* EN 50129 ed.2003

* EN 45545 ed.2012

MTBF

» 700000hrs with IEC 62380

Other features:

» Power Sharing Control for parallel option
Manufacture comply with:

* IPC610 Level 3

* RoHs

FEATURES TABLE
VSys ISys nom. Imin Static Dinamical er()glg(;?(MNHg;se
Volts Ampere Ampere Accuracy Accuracy ety
Peak to Peak <50
+12 8.5 0 +0.3V +0.6V RMS <10
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